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Phy layer (1,1) : Phy layer
Phy layer

—({_]) parse_frame

—({_]) construct_PPDU
—({__]) init_PhyPIB

(] set_PhyPIB

—({_]) get_PhyPIB

MAC sublayer (1,1) : MAC_sublayer
) MAC sublayer

mac_init

init. MacPIB

init. GTS db

init. CSMA_CA
select_random
create_beacon

create data
create_Acknowledgement
create_assoc_cmd
create_assocresp _cmd
create_disassoc_cmd
create GTS request
create GTS allocation
create beacon_request_cmd
create_data request_cmd
create pid_con_cmd
create_orphan_cmd
create realign_cmd
parse MPDU

parse 1 addr
parse 2 addr
parse_beacon

—({_]) store_beacon_info

check_pending
check _pending_8
check _pending 64

—{{_]) check_for_match

parse_data
parse_command
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parse_coordinator_interaction

check _pending_transactions

parse_coordinator_realignment

check_GTS availability
parse_acknowledgement

store_pending_data
retrieve_pending
delete_entry
check_entry time

calculate_duration

select_channel
increment_MacDSN
set MacPIB

get_MacPIB

set_assoc interval
set_beacon_interval
set_beacon_scan interval
set_beacon_search_period
set_beacon track period
set_defer_interval

MAC : MAC_block
PHY : Phy_block
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store_beacon_info.spd
check_pending.spd
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check_GTS availability.spd
parse_acknowledgement.spd
store_pending_data.spd
retrieve_pending.spd
delete_entry.spd
check_entry_time.spd
calculate_duration.spd
select_channel.spd
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set_ MacPIB.spd
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set_beacon _interval.spd
set_beacon_scan interval.spd
set_beacon_search_period.spd
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